
Universallöschfahrzeug 
ULF

Kunde

Fahrgestell

Werkfeuerwehr Currenta Dormagen

Typ:		  Scania P500 B6x2*4NB
Radstand: 		  5.150 mm

Aufbau
Besatzung:		 1+6
Aufbau:		  Fire-Fighter ALU-Tech Sandwich Paneele
Löschmittel:	 1.500 l Wasser 					   
			   3.000 l Schaum
			   750 kg Pulver
Pumpe:		  NP 6000 FPN 10/6000
                              6 x Druckabgang B
                              2 x Druckabgang A
Steuerung:		  Individuelles Pumpenbedienfeld - 			 
			   Flussdiagramm
                              CTD Schaumzumischsystem (30/400 l) je Seite 		
			   wählbar von 0% - 6% stufenlos verstellbar
Monitor: 		  ferngesteuerter Dachmonitor - 6.000 l/min auf 		
			   pneumatischer Hubeinrichtung
Haspel: 		  2 x Einpersonen-Schlauchhaspel pneumatisch 		
			   absenkbar und wegschwenkbar
Lichtmast: 		  Lichtmast mit 2 LED-Scheinwerfern á 28.000 lm, 	
			   pneumatisch ausfahrbar und elektrisch 		
			   dreh- und schwenkbar

Ausstattungen
	- 4 x PA-Sitze im Mannschaftsraum
	- LED-Beleuchtungskonzept
	- Kotflügel klappbar (an der Hinterachse als Freistandsbrücke 
verwendbar)

	- 360° BirdView Kamerasystem
	- Dachkasten
	- Pneumatisch aufklappbares Dachgeländer
	- 4-teilige Steckleiter auf elektrischer Leiterabsenkvorrichtung 
	- Hygieneboard-Auszug
	- Stromerzeuger
	- Bodenwasserwerfer
	- Hochleistungslüfter
	- Wasserführende Armaturen
	- Kleinlöschgeräte (Pulverlöscher, Metallbrand-Löscher, 		
Co²-Löscher)
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Universal Fire Engine 
ULF

Customer

Chassis

Currenta Dormagen Plant Fire Brigade

Type:			   Scania P500 B6x2*4NB
Wheelbase: 		  5.150 mm

Body
Crew:			   1+6
Body:			   Fire-Fighter ALU-Tech sandwich panels
Extinguishing agent:	 1,500 l water
				    3,000 l foam
				    750 kg powder
Pump:			   NP 6000 FPN 10/6000
				    6 x pressure outlet B
				    2 x pressure outlet A
Steuerung:			   Individual pump control panel - Flow 	
				    diagram
				    CTD foam proportioning system
				    (30/400 l) per side selectable from 
				    0% - 6% continuously adjustable
Monitor: 			   Remote-controlled roof monitor - 
				    6,000 l/min on pneumatic lifting
				    device
Hose reel: 			   2 x single-person hose reels, pneu-		
				    matically lowerable and swiveling
Light mast: 			  Light mast with 2 LED spotlights, each 
				    28,000 lm, pneumatically extendable 
				    and electrically rotatable and 		
				    swiveling

Equipment
	- 4 x SCBA seats in the crew compartment
	- LED lighting concept
	- Folding mudguards (can be used as a freestanding platform on 
the rear axle)

	- 360° BirdView camera system
	- Roof box
	- Pneumatically folding roof railing
	- 4-section extension ladder on electric ladder lowering device
	- Hygiene board pull-out
	- Generator
	- Ground-level water cannon
	- High-performance fan
	- Water-carrying fittings
	- Small fire extinguishers (powder extinguisher, metal fire 	
extinguisher, CO² extinguisher)
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